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(57) ABSTRACT

The detector in accordance with the present invention
includes: a light emitter; a light receiver; and a light guiding
member which includes a detection space for determining a
state of a predetermined gas and is configured to guide light
emitted from the light emitter to the at least one light receiver
through the detection space. An internal surface of the detec-
tion space of the light guiding member includes a reflective
surface causing reflection of light emitted from the light emit-
ter. The reflective surface is a concave ellipsoidal surface
having a long axis defined by a straight line determined by the
light emitter and the light receiver. The reflective surface has
afirst focal point at a position of the light emitter and a second
focal point on an opposite side of the light receiver from the
first focal point.

9 Claims, 7 Drawing Sheets
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1
DETECTOR

TECHNICAL FIELD

The present invention relates to detectors and particularly
to a detector for determining a type or a concentration of gas,
a concentration of smoke, or dust in gas.

BACKGROUND ART

In the past, there has been proposed a gas sensor including
a gas measurement chamber, an infrared radiation source, and
a detector for detecting infrared radiation. The gas measure-
ment chamber includes an internal wall having a spheroidal
shape.

The infrared radiation source is situated at a position of one
of focal points inside the gas measurement chamber and the
detector is situated at a position of the other focal point (see
document 1 [JP 2007-147613 A]).

When a gas to be detected is present in the gas measure-
ment chamber, infrared radiation having a specific wave-
length corresponding to a type of the gas is absorbed. There-
fore, it is possible to determine the composition of the gas
present in the gas measurement chamber based on the mag-
nitude of the infrared radiation detected by the detector.

Besides, document 2 (JP 2006-275980 A) discloses an
infrared gas detector including a gas chamber, an infrared
light emitting device, and an infrared detection device. The
gas chamber has an ellipsoidal shape. The infrared light emit-
ting device is situated at a position of one of focal points
inside the gas chamber, and the infrared detection device is
situated at a position of the other focal point.

As described above, according to the gas sensor of docu-
ment 1 and the detector of document 2, light receiving ele-
ments are situated at the focal position. Hence, light rays
reflected by the surface of such a spheroid can be focused into
the light receiving element.

However, with regard to light (infrared light) that is
reflected once by part of the surface of the spheroid close to
the light receiving element and strikes the light receiving
element, an incident angle of such light is larger.

Especially, in the aforementioned detector, an optical filter
is situated in front of the light receiving element. The light
striking the light receiving element at the larger incident angle
also strikes the optical filter at a larger incident angle (i.e., an
angle between an incident direction of light on the optical
filter and an optical axis of the optical filter). With regard to
the light striking the optical filter at the large incident angle,
the optical filter is unlikely to show desired transmittance-
wavelength characteristics. Consequently, an S/N ratio may
be deteriorated. Additionally, an amount of light reflected by
a surface of the optical filter is likely to increase.

SUMMARY OF INVENTION

In view of the above insufficiency, the object of the present
invention is to propose a detector capable of decreasing an
incident angle of light to a light receiver.

The detector of the first aspect in accordance with the
present invention includes: a light emitter; at least one light
receiver; and a light guiding member which includes a detec-
tion space for determining a state of a predetermined gas and
is configured to guide light emitted from the light emitter to
the at least one light receiver through the detection space. An
internal surface of the detection space of the light guiding
member includes at least one reflective surface causing
reflection of light emitted from the light emitter. The at least
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2

one reflective surface is a concave ellipsoidal surface having
a long axis defined by a straight line determined by the light
emitter and the at least one light receiver. The at least one
reflective surface has a first focal point at a position of the
light emitter and a second focal point on an opposite side of
the at least one light receiver from the first focal point.

According to the detector of the second aspect in accor-
dance with the present invention, in addition to the first
aspect, the detector comprises a plurality of light receivers.
The at least one reflective surface is a concave ellipsoidal
surface having a long axis defined by a straight line intercon-
necting a center of the plurality of light receivers and the light
emitter.

According to the detector of the third aspect in accordance
with the present invention, in addition to the first aspect, the
detector includes a plurality of light receivers. The light guid-
ing member including a plurality of reflective surfaces. The
plurality of reflective surfaces are associated with the plural-
ity of light receivers individually. Each of the plurality of
reflective surfaces is a concave ellipsoidal surface having a
long axis defined by a straight line interconnecting an asso-
ciated one of the plurality of light receivers and the light
emitter. Each of the plurality of reflective surfaces has the first
focal point at the position of the light emitter and the second
focal point on an opposite side of an associated one of the
plurality of light receivers from the first focal point.

According to the detector of the fourth aspect in accor-
dance with the present invention, in addition to the third
aspect, the light guiding member includes a vent allowing the
predetermined gas to transfer between the detection space
and an external space. The vent is in a portion interconnecting
the plurality of reflective surfaces.

According to the detector of the fifth aspect in accordance
with the present invention, in addition to any one of the
second to fourth aspects, the detector includes: a plurality of
optical filters individually associated with the plurality of
light receivers; and a detection unit. Each of the plurality of
optical filters is between an associated one of the plurality of
light receivers and the light emitter. Each of the plurality of
light receivers is configured to supply an output correspond-
ing to an amount of received light to the detection unit. The
detection unit is configured to determine a state of the prede-
termined gas based on the outputs received from the plurality
of light receivers.

According to the detector of the sixth aspect in accordance
with the present invention, in addition to the fifth aspect, the
plurality of optical filters have different transmission wave-
length ranges.

According to the detector of the seventh aspect in accor-
dance with the present invention, in addition to the fifth
aspect, the plurality of optical filters have the same transmis-
sion wavelength range.

The detector of the eighth aspect in accordance with the
present invention includes: a light emitter; a plurality of light
receivers; and a light guiding member which includes a detec-
tion space for determining a state of a predetermined gas and
is configured to guide light emitted from the light emitter to
the plurality of light receivers through the detection space. An
internal surface of the detection space of the light guiding
member includes a plurality of reflective surfaces each caus-
ing reflection of light emitted from the light emitter. The
plurality of reflective surfaces are associated with the plural-
ity of light receivers individually. Each of the plurality of
reflective surfaces is a concave ellipsoidal surface having a
long axis defined by a straight line interconnecting an asso-
ciated one of the plurality of light receivers and the light
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emitter. Each of the plurality of reflective surfaces has a first
focal point at a position of the light emitter.

According to the detector of the ninth aspect in accordance
with the present invention, in addition to the eighth aspect,
each of the plurality of reflective surfaces has a second focal
point on an opposite side of an associated one of the plurality
of light receivers from the first focal point.

According to the detector of the tenth aspect in accordance
with the present invention, in addition to the eighth aspect,
each of the plurality of reflective surfaces has a second focal
point at a position of an associated one of the plurality of light
receivers.

According to the detector of the eleventh aspect in accor-
dance with the present invention, in addition to any one of the
eighth to tenth aspects, the light guiding member includes a
vent allowing the predetermined gas to transfer between the
detection space and an external space. The vent is in a portion
interconnecting the plurality of reflective surfaces.

According to the detector of the twelfth aspect in accor-
dance with the present invention, in addition to any one of the
eighth to eleventh aspects, the detector includes: a plurality of
optical filters individually associated with the plurality of
light receivers; and a detection unit. Each of the plurality of
optical filters is between an associated one of the plurality of
light receivers and the light emitter. Each of the plurality of
light receivers is configured to supply an output correspond-
ing to an amount of received light to the detection unit. The
detection unit is configured to determine a state of the prede-
termined gas based on the outputs received from the plurality
of light receivers.

According to the detector of the thirteenth aspect in accor-
dance with the present invention, in addition to the twelfth
aspect, the plurality of optical filters have different transmis-
sion wavelength ranges.

According to the detector of the fourteenth aspect in accor-
dance with the present invention, in addition to the twelfth
aspect, the plurality of optical filters have the same transmis-
sion wavelength range.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic sectional view illustrating the detec-
tor of the present embodiment;

FIG. 2 is a partial sectional view illustrating the detector of
the present embodiment;

FIG. 3 is a partial sectional view illustrating the detector of
the comparative example;

FIG. 4 is an exploded perspective view illustrating the
detector of the present embodiment;

FIG. 5 is a perspective view illustrating the detector of the
present embodiment;

FIG. 6 is a perspective sectional view illustrating the detec-
tor of the present embodiment;

FIG. 7 is an explanatory diagram illustrating the path of the
incident light on the optical filter of the detector of the present
embodiment;

FIG. 8 is an explanatory diagram illustrating the transmit-
tance-wavelength characteristics of the optical filter of the
detector of the present embodiment;

FIG. 9 is an explanatory diagram illustrating the waveform
of the output from the light receiver of the detector of the
present embodiment;

FIG. 10 is a schematic sectional view illustrating the first
modification of the detector of the present embodiment;

FIG. 11 is a schematic sectional view illustrating the sec-
ond modification of the detector of the present embodiment;
and
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FIG. 12 is a schematic sectional view illustrating the third
modification of the detector of the present embodiment.

DESCRIPTION OF EMBODIMENTS

Hereinafter, the embodiment of the detector in accordance
with the present invention is described with reference to
FIGS.1to 12.

The detector A of the present embodiment is used to deter-
mine a type and a concentration of gas to be detected (e.g.,
carbon monoxide and methane). The detector A is not limited
to a detector for determining a type and a concentration of gas,
but may be a detector for determining presence or absence of
smoke or dust and a concentration thereof.

As shown in FIGS. 1, 2, 4 to 6, the detector A includes: a
light emitter 1, a light receiver 2, a light guiding member 3, a
holder 10, a holder 20, and an optical filter 30. The light
guiding member 3 has a circular cylindrical shape, and is
constituted by a lower mirror 4 and an upper mirror 5. The
holder 10 holds the light emitter 1. The holder 20 holds the
light receiver 2.

The light guiding member 3 includes a detection space
(internal space) 3a for determining a state of a predetermined
gas. The light guiding member 3 is configured to guide light
emitted from the light emitter 1 to the light receiver 2 through
the detection space 3a. The detection space 3a of the light
guiding member 3 has an internal surface that includes a
reflective surface 6 to cause reflection of light emitted from
the light emitter 1.

The reflective surface 6 is a concave ellipsoidal surface
having a long axis defined by a straight line (in the instance
shown in FIG. 1, a straight line interconnecting a center of the
light emitter 1 and a center of the light receiver 2) LO deter-
mined by the light emitter 1 and the light receiver 2. The
reflective surface 6 has a focal point (first focal point) at a
position of the light emitter 1 and a focal point (second focal
point) on an opposite side of the light receiver 2 from the focal
point (first focal point). In FIGS. 1 and 2, the position of the
first focal point is indicated by a focal position P1, and the
position of the second focal point is indicated by a focal
position P2.

The light guiding member 3 is formed into a hollow pris-
matic shape (in the present embodiment, a circular hollow
prismatic shape). The light guiding member 3 has an opening
(first opening) close to the first focal point, and an opening
(second opening) close to the second focal point. The light
guiding member 3 is configured to guide light entering an
inside of the light guiding member 3 via the first opening to an
outside of the light guiding member 3 via the second opening.

It is not necessary that the position (focal position) P1 of
the first focal point of the reflective surface 6 is the same as the
position of the light emitter 1 in a strict sense. It is allowed that
the position P1 is substantially the same as the position of the
light emitter 1.

For example, as shown in FIG. 2, the position P2 of the
second focal point is determined such that an angle 0 is not
greater than 25°. The angle 0 is an angle of a straight line
interconnecting an edge of the second opening (exit side
opening) of the light guiding member 3 and the second focal
point relative to a central axis (long axis of the reflective
surface 6) of the light guiding member 3. The angle 6 is equal
to tan™' {Dout/(2LH}. Lf is a distance between the second
opening of the light guiding member 3 and the second focal
point. Dout is a diameter of the second opening of the light
guiding member 3.

It is preferable that the light receiver 2 be close to the
second opening of the light guiding member 3 as possible. As
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the light receiver 2 is closer to the second opening of the light
guiding member 3, an amount of light emitted outside via a
gap between the light receiver 2 and the second opening of the
light guiding member 3 can be more decreased.

An increase in a distance between the light emitter 1 and
the light receiver 2 enables an increase in a length of a path
along which light from the light emitter 1 passes through the
detection space 3a of the light guiding member 3 (i.e., an
increase in a major axis of the reflective surface 6) can be
increased with an increase in a distance between the light
emitter 1 and the light receiver 2. Hence, it is possible to more
attenuate light from the light emitter 1. Thus, the sensitivity
can be improved.

When a minor axis of the reflective surface 6 is constant, an
increase in the major axis of the reflective surface 6 causes a
decrease in a diameter of the first opening of the light guiding
member 3. Hence, to obtain an enough amount of light (inci-
dent light amount) entering the detection space 3a through the
first opening of the light guiding member 3 from the light
emitter 1, it is necessary to increase the minor axis of the
reflective surface 6. This causes an increase in size of the light
guiding member 3.

To obtain both prevention of an increase in the size of the
light guiding member 3 and improvement of the sensitivity, it
is preferable that the distance between the light emitter 1 and
the light receiver 2 be in a range of 10 to 150 mm. Preferably,
the position P2 of the second focal point is adjusted so as to
allow portions of a surface (light receiving surface) of the
light receiver 2 to receive the same amount of light (light
passing through the light guiding member 3). In this case, a
change in a total amount of light striking the light receiver 2
caused by displacement of the light receiver 2 is reduced. It is
possible to reduce a variation of a performance depending on
an individual product. Hence, the yield rate can be increased,
and the productive efficiency can be improved.

In the present embodiment, for example, the light guiding
member 3 is a molded product of synthetic resin and has a
circular cylindrical shape as a whole. The light guiding mem-
ber 3 is constituted by the lower mirror 4 and the upper mirror
5 that have the same shapes as two parts obtained by dividing
the shape of the light guiding member 3 by a plane that
contains the central axis of the light guiding member 3 and is
parallel to the central axis of the light guiding member 3.

The lower mirror 4 and the upper mirror 5 include bonding
surfaces provided with recesses that constitute an ellipsoidal
space when the lower mirror 4 and the upper mirror 5 are
bonded to each other. The reflective surface 6 is formed by
coating inner surfaces of the recesses with high reflective
metal (e.g., by plating the inner surfaces of the recesses with
chromium).

The lower mirror 4 and the upper mirror 5 have recesses 4a
and 5a having hemispherical shapes, respectively. The
recesses 4a and Sa are respectively formed in the bonding
surfaces of the lower mirror 4 and the upper mirror 5 so as to
be at a first end of the light guiding member 3 in an axial
direction thereof and face each other. The recesses 4a and 5a
constitute a through hole 7 when the lower mirror 4 and the
upper mirror 5 are bonded to each other.

The lower mirror 4 and the upper mirror 5 have recesses 45
and 56 having hemispherical shapes, respectively. The
recesses 4b and 5b are respectively formed in the bonding
surfaces of the lower mirror 4 and the upper mirror 5 so as to
be at a second end of the light guiding member 3 in the axial
direction and face each other. The recesses 45 and 55 consti-
tute a through hole 8 when the lower mirror 4 and the upper
mirror 5 are bonded to each other.
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The lower mirror 4 and the upper mirror 5 have recesses 4¢
and 5¢ having hemispherical shapes, respectively. The
recesses 4¢ and 5S¢ are respectively formed in portions of the
lower mirror 4 and the upper mirror 5 corresponding to a
peripheral surface of the light guiding member 3 to face each
other. Each set of the recesses 4¢ and Sc constitute a vent 9
when the lower mirror 4 and the upper mirror 5 are bonded to
each other.

The light emitter 1 includes a light emitting element 1a, a
base 15, and a plurality of terminal pins 1¢. The light emitting
element 1a is a light emitting diode for emitting infrared light,
for example. The light emitting element 1a is mounted on a
front surface of the base 15 having a disc shape. The plurality
of'terminal pins 1c¢ are provided to a rear surface of the base
1b.

The light emitter 1 is attached to the first end of the light
guiding member 3 in the axial direction by the holder 10
constituted by a cap 11 and a pressing plate 12.

The cap 11 has an approximate disc shape. The cap 11 is
provided with a recess 11a in a surface close to the light
guiding member 3. The recess 11a has a circular hole shape to
receive the end of the light guiding member 3. In a center of
a bottom of the recess 11a, a circular hole 115 is formed to
communicate to the through hole 7 of the light guiding mem-
ber 3. Further, the cap 11 is provided with a recess 11c in a
further surface away from the light guiding member 3. The
recess 11cis ina vicinity of the circular hole 115, and receives
the base 15 of the light emitter 1.

The pressing plate 12 has an approximate disc shape. The
pressing plate 12 is provided with through holes 12q in a
center thereof. The through holes 12a allow the terminal pins
1c of the light emitter 1 to pass therethrough. Note that, each
through hole 12¢ has an inner diameter less than an outer
diameter of the base 15, and the pressing plate 12 has an outer
diameter greater than the outer diameter of the base 1.

The light receiver 2 includes a can-type body 25. There are
light receiving windows 2¢ formed in a front surface of the
body 256, and light receiving elements 24 are inside the body
2bto face the individual light receiving windows 2¢. The light
receiving elements 2a are pyroelectric infrared detection ele-
ments, for example. Further, there are a plurality of terminal
pins 2d provided to a rear surface of the body 2.

The light receiver 2 is attached to the second end of the light
guiding member 3 in the axial direction by the holder 20
constituted by a cap 21 and a pressing plate 22.

The cap 21 has an approximate disc shape. The cap 21 is
provided with a recess 21a in a surface close to the light
guiding member 3. The recess 21a has a circular hole shape to
receive the end of the light guiding member 3. In a center of
a bottom of the recess 21a, a circular hole 215 is formed to
communicate to the through hole 8 of the light guiding mem-
ber 3.

The pressing plate 22 has an approximate disc shape. The
pressing plate 22 is provided with through holes 22q in a
center thereof. The through holes 22a allow the terminal pins
2d of the light receiver 2 to pass therethrough. Note that, each
through hole 22¢ has an inner diameter less than an outer
diameter of the body 25 of the light receiver 2, and the press-
ing plate 22 has an outer diameter greater than the outer
diameter of the body 264.

The optical filter 30 has a film shape. The optical filter 30
has such transmittance-wavelength characteristics that a
transmittance becomes lower at a wavelength that is notin a
wavelength range of light to be absorbed by a gas to be
detected. The optical filter 30 is in front of the light receiver 2.
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Alternatively, the optical filter 30 may be fixed to the body 26
of the light receiver 2 to be in front of the light receiving
element 2a.

Hereinafter, assembly of this detector A is described.

First, an assembler assembles the light guiding member 3
from the lower mirror 4 and the upper mirror 5. Subsequently,
the assembler attaches the cap 11 to the first end (the end
provided with the through hole 7) of the light guiding member
3 in the axial direction, and attaches the cap 21 to the second
end (the end provided with the through hole 8) of the light
guiding member 3 in the axial direction.

Thereafter, the assembler situates the light emitter 1 inside
the recess 11c¢ such that a light emitting surface of the light
emitter 1 faces the light guiding member 3. Then the assem-
bler situates the pressing plate 12 behind the light emitter 1.

Attaching screws (not shown) are screwed into individual
screw holes 44 and 5d of the light guiding member 3 by way
of'holes 126 and 114 of the pressing plate 12 and the cap 11,
and thus the holder 10 is fixed to the light guiding member 3.
Consequently, the light emitter 1 is held between the holder
10 and the light guiding member 3.

Additionally, the assembler situates the light receiver 2
inside the circular hole 215 such that the light receiving
surface of the light receiver 2 faces the light guiding member
3.Then the assembler situates the pressing plate 22 behind the
light receiver 2.

Furthermore, attaching screws (not shown) are screwed
into individual screw holes of the light guiding member 3 by
way of holes 225 and 21¢ of the pressing plate 22 and the cap
21, and thus the holder 20 is fixed to the light guiding member
3. Consequently, the light receiver 2 is held between the
holder 20 and the light guiding member 3.

After the light emitter 1 and the light receiver 2 are attached
to the light guiding member 3 by use of the holder 10 and the
holder 20 respectively, the light emitting element 1a faces the
through hole 7 and the light receiving element 2a faces the
through hole 8. Light emitted from the light emitting element
1a comes into the internal space of the light guiding member
3, and directly strikes the light receiving element 2a or is
reflected by the reflective surface 6 to strike the light receiving
element 2a.

In order to detect a gas to be detected by use of this detector
A, first the detector A is energized. Thus, the light emitting
element 1a of the light emitter 1 emits light to the internal
space of the light guiding member 3. The light emitter 1 is
situated at the focal position P1 of the reflective surface 6
having an ellipsoidal shape and therefore reflected light rays
caused by reflection of light rays emitted from the light emit-
ter 1 at the reflective surface 6 are focused into the further
focal position P2.

With regard to a straight line interconnecting the focal
points P1 and P2, the light receiver 2 is closer to the light
emitter 1 than the focal position P2 is. Hence, reflected light
caused by reflection at the reflective surface 6 passes through
the optical filter 30 and then enters the light receiver 2, and
thus the light receiver 2 outputs a signal (a current signal or a
voltage signal) having a magnitude proportional to an amount
of received light.

When the gas to be detected comes into the internal space
of' the light guiding member 3 through the vents 9, a concen-
tration of the gas to be detected increases. This causes an
increase in an amount of light to be absorbed by this gas, and
thus an amount of incident light on the light receiver 2
decreases. Such a decrease in the amount of the incident light
on the light receiver 2 causes a change in the magnitude of the
signal outputted from the light receiver 2. Hence, by use of the
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output signal from the light receiver 2, it is possible to deter-
mine the presence or absence of the gas to be detected, or the
concentration of this gas.

FIG. 9 shows measurement results of time variations of the
concentration of the gas to be detected and the amount of the
incident light on the light receiver 2. In this drawing, the line
D indicates the concentration of the gas, and the line E indi-
cates the amount of the incident light on the light receiver 2.
The amount of the incident light decreases with an increase in
the concentration and increases with a decrease in the con-
centration.

In this regard, as shown in FIG. 1, the reflective surface 6 of
the present embodiment is formed into an ellipsoidal shape,
the light emitter 1 is situated at one focal position P1 of the
reflective surface 6, and the light receiver 2 is situated on a
close side of the other focal position P2 to the light emitter 1.

The light emitter 1 is situated at one focal point P1 of the
reflective surface 6 and therefore light rays emitted from the
light emitter 1 are reflected by the reflective surface 6 and
focused into the other focal point P2.

The light receiver 2 is situated on the close side of the
further focal point P2 to the light emitter 1. Hence, an incident
angle of light entering the light receiver 2 in this embodiment
can be less than in the case where the light receiver 2 is
situated at the focal position P2 as shown in FIG. 3 (see FIG.
2).

In contrast to a case where the incident angle is larger, it is
possible to reduce a loss caused by reflection of incident light
at the surface of the light receiver 2, and therefore the amount
of the incident light on the light receiver 2 can be increased.

Besides, a wavelength range (hereinafter referred to as
“absorption wavelength range”) of light to be absorbed by gas
depends on a type of gas, and the absorption wavelength
range is inherent to the gas to be detected. In the present
embodiment, situated in front of the light receiver 2 is the
optical filter 30. The optical filter 30 has a transmittance that
is higher in a wavelength range (absorption wavelength
range) of light to be absorbed by the gas to be detected than in
a wavelength range other than the absorption wavelength
range. Thus, light that is not in the absorption wavelength
range is attenuated by the optical filter 30, and therefore it is
possible to successfully determine by use of the light receiv-
ing element 2a whether light in the absorption wavelength
range exists. Consequently, the S/N ratio can be improved.

FIG. 7 shows a path of light that passes through the optical
filter 30 and then strikes the light receiver 2.

A light ray L1 approximately orthogonally incident on the
optical filter 30 is different from a light ray 1.2 obliquely
incident on the optical filter 30 in a length of a path of light
passing through the filter. The optical filter 30 shows different
transmittance characteristics for the light rays [.1 and [.2.

FIG. 8 shows the transmittance-wavelength characteristics
of the optical filter 30. The optical filter 30 is configured to
have such transmittance-wavelength characteristics B that the
transmittance becomes low at a wavelength which is not in an
absorption wavelength range of the gas to be detected.

The optical filter 30 shows the transmittance-wavelength
characteristics indicated by the line B with regard to the light
ray L1 approximately orthogonally incident on the optical
filter 30. Consequently, the optical filter 30 can attenuate light
that is not in the absorption wavelength range.

Whereas, the length of the path of the light passing though
the filter is greater in the light ray [.2 than in the light ray L1,
and the peak of the transmittance is deviated toward the short
wavelength side. Consequently, the optical filter 30 shows the
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transmittance-wavelength characteristics indicated by the
line C with regard to the light ray [.2 obliquely incident on the
optical filter 30.

In this case, the transmittance in the absorption wavelength
range of the gas to be detected decreases, and the transmit-
tance is higher in the short wavelength range than in the
absorption wavelength range. Consequently, light of a wave-
length desired to be transmitted is attenuated, but light of a
wavelength desired not to be transmitted is transmitted.
Hence, the S/N ratio is likely to decrease.

However, in the present embodiment, the light receiver 2 is
situated on the close side of the focal point P1 to the light
emitter 1 with regard to the straight line interconnecting the
focal points P1 and P2. Thus, the incident angle of light
striking the optical filter 30 can be decreased. Therefore, it is
possible to reduce a change in the transmittance-wavelength
characteristics with regard to the absorption wavelength
range of the gas to be detected. Thus, the desired transmit-
tance-wavelength characteristics are obtained. Consequently,
adecrease in the S/N ratio can be reduced, and it is possible to
successfully detect the gas to be detected.

In the schematic sectional view of FIG. 1, the number of
light receives 2 is only one. However, like the first modifica-
tion of the detector A of the present embodiment shown in
FIG. 10, a plurality of (e.g., two) light receivers 2 (2A and 2B)
may be provided. Additionally, a plurality of optical filters 30
(31 and 32) that have different transmission wavelength
ranges may be situated in front of the light receivers 2A and
2B, respectively.

In more detail, the first modification of the detector A of the
present embodiment includes a plurality of light receivers 2.
The reflective surface 6 is a concave ellipsoidal surface hav-
ing a long axis defined by a straight line interconnecting a
center of the plurality of light receivers 2 (2A and 2B) and the
light emitter 1. In the first modification, the center of the
plurality of light receivers 2 (2A and 2B) is a midpoint
between the light receivers 2A and 2B in a direction (upward
and downward direction in FIG. 10) perpendicular to the axial
direction (left and right direction in FIG. 10) of the light
guiding member 3.

Additionally, the first modification of the detector A of the
present embodiment includes the plurality of optical filters 30
(31 and 32) individually associated with the plurality of light
receivers 2 (2A and 2B), and a detection unit 40. Each of the
plurality of optical filters 30 is between an associated one of
the plurality of light receivers 2 and the light emitter 1. Each
of the plurality of light receivers 2 is configured to supply an
output corresponding to an amount of received light to the
detection unit 40. The detection unit 40 is configured to deter-
mine a state of the predetermined gas based on the outputs
received from the plurality of light receivers 2.

In the first modification of the detector A of the present
embodiment, the outputs from the light receivers 2A and 2B
are inputted into the calculator 40 (the detection unit) consti-
tuted by a microcomputer, for example.

The calculator 40 determines the state of the gas to be
detected, with reference to the amounts of the light received
by the plurality of light receivers 2A and 2B. Note that, the
state of the gas to be detected determined by the calculator
(detection unit) 40 is, for example, the presence or absence of
the gas to be detected in the internal space and the concentra-
tion of the gas to be detected. When there are a plurality of
gasses to be detected, the state may be types of gasses present
in the internal space.

The light emitter 1 is situated on the focal point P1 of the
reflective surface 6. The light receivers 2A and 2B are situated
on the close side of the further focal point P2 of the reflective
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surface 6 to the light emitter 1, and are between the through
hole 8 of the light guiding member 3 and the focal point P2.

The optical filter 31 is in front of the light receiver 2A, and
the optical filter 32 is in front of the light receiver 2B. The
optical filter 31 is an optical bandpass filter for detection, and
this bandpass filter transmits light within substantially the
same wavelength range as the absorption wavelength range of
the gas to be detected. The optical filter 32 is an optical
bandpass filter for reference, and this bandpass filter transmits
light within a different wavelength range from the wavelength
range of the optical filter 31. In short, in the first modification
of the detector A of the present embodiment, the plurality of
optical filters 30 (31 and 32) have different transmission
wavelength ranges.

The calculator 40 calculates a difference between the
amount of the received light of the light receiver 2A calcu-
lated from the output from the light receiver 2A and the
amount of the received light of the light receiver 2B calcu-
lated from the output from the light receiver 2B, and deter-
mines the presence or absence of the gas to be detected and
the concentration thereof based on the calculated difference.

When the gas to be detected flows into the internal space of
the light guiding member 3, the amount of the light in the
wavelength range absorbed by this gas decreases, and thus the
amount of the received light of the light receiver 2A changes.
Whereas, the amount of the received light of the light receiver
2B does not change. Hence, the calculator 40 calculates the
difference between the amount of the received light of the
light receiver 2A and the amount of the received light of the
light receiver 2B, and can obtain, based on the difference, the
output corresponding to the concentration of the gas to be
detected. Therefore, it is possible to determine that the gas to
be detected has flowed into the internal space, and determine
the concentration thereof.

When the amount of the light produced by the light emitter
1 is decreased due to a cause (e.g., a variation in a voltage
applied to the light emitter 1, a deterioration of the light
emitter 1, and pollution of the reflective surface 6) other than
the absorption by the gas, the outputs of the light receivers 2A
and 2B decrease. Hence, the difference between the amount
of'the received light of the light receiver 2A and the amount of
the received light of the light receiver 2B does not change.
Consequently, it is possible to reduce the possibility that the
calculator 40 erroneously considers a decrease in the amount
of'the produced light due to a cause other than the absorption
by the gas as the absorption of the light by the gas to be
detected.

Alternatively, the optical filters 31 and 32 may be optical
bandpass filters for detection, and these bandpass filters trans-
mit light within substantially the same wavelength ranges as
the absorption wavelength ranges of different gases to be
detected. In this case, the states of the two different gases can
be determined.

For example, when a gas (hereinafter referred to as “gas
A1”) having the absorption wavelength range same as the
transmission wavelength range of the optical filter 31 flows
into the internal space of the light guiding member 3, the
amount of the received light of the light receiver 2A is
decreased depending on the concentration of the gas Al.
Therefore, the calculator 40 determines the presence of the
gas Al and the concentration thereof based on the output from
the light receiver 2A.

In contrast, when a gas (hereinafter referred to as “gas A2”)
having the absorption wavelength range same as the trans-
mission wavelength range of the optical filter 32 flows into the
internal space of the light guiding member 3, the amount of
the received light of the light receiver 2B is decreased depend-
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ing on the concentration of the gas A2. Therefore, the calcu-
lator 40 determines the presence of the gas A2 and the con-
centration thereof based on the output from the light receiver
2B.

As described above, the optical filters 31 and 32 may be
optical bandpass filters having wavelength ranges substan-
tially the same as the absorption wavelength ranges of indi-
vidual gasses. In this case, the calculator 40 can determine the
states of various types of gasses.

Note that, in the first modification of the detector A of the
present embodiment, the plurality of optical filters 30 (31 and
32) may have the same transmission wavelength range. In this
case, the calculator 40 calculates an average of the amount of
the received light of the light receiver 2A and the amount of
the received light of the light receiver 2B, and can obtain,
based on the average, the output corresponding to the con-
centration of the gas to be detected. Therefore, it is possible to
determine that the gas to be detected has flowed into the
internal space, and determine the concentration thereof.

In FIG. 10, the two sets of the light receiver 2 and the
optical filter 30 are situated on the close side of the focal point
P2 to the light emitter 1. However, three or more sets of the
light receiver 2 and the optical filter 30 may be situated.

In this case, one of the sets may be used as a reference set,
and the remaining sets may be used as detection sets. In the
reference set, the optical filter 30 may be an optical bandpass
filter having the transmission wavelength range different
from the absorption wavelength range of the gas to be
detected. According to this arrangement, it is possible to
determine the states of various types of gasses.

In the detector A illustrated in FIG. 10, the reflective sur-
face 6 is corresponding to a single ellipsoid. However as
shown in the second modification of the detector A of the
present embodiment illustrated in FIG. 11, the internal sur-
face of the light guiding member 3 (i.e., the internal surface of
the detection space 3a) includes reflective surfaces 6 A and 6B
each having an ellipsoidal shape to share one focal point
determined by the point P1 at which the light emitter 1 is
situated.

In the second modification of the detector A of the present
embodiment shown in FIG. 11, the light guiding member 3
includes a plurality of reflective surfaces 6. The plurality of
reflective surfaces 6 (6A and 6B) are associated with the
plurality of light receivers 2 (2A and 2B) individually.

In the second modification, the reflective surface 6 A is one
(upper surface in FIG. 11) of opposite parts of the internal
surface of the detection space 3a in the direction (upward and
downward direction in FIG. 11) perpendicular to the axial
direction of the light guiding member 3, and the reflective
surface 6B is the other (lower surface in FIG. 11) of the
opposite parts of the internal surface of the detection space 3a
in the direction (upward and downward direction in FIG. 11)
perpendicular to the axial direction of the light guiding mem-
ber 3.

Each of the plurality of reflective surfaces 6 (6 A and 6B) is
a concave ellipsoidal surface having a long axis defined by a
straight line interconnecting an associated one of the plurality
of light receivers 2 and the light emitter 1.

In more detail, the reflective surface 6A is the concave
ellipsoidal surface having the long axis defined by the straight
line L3 interconnecting the associated light receiver 2A and
the light emitter 1. The reflective surface 6A has the focal
point (first focal point) at the position of the light emitter 1 and
the second focal point on the opposite side of the associated
light receiver 2A from the first focal point. In FIG. 11, with
regard to the reflective surface 6A, the position of the first
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focal point is represented by the focal position P1, and the
position of the second focal point is represented by the posi-
tion of the focal position P3.

The reflective surface 6B is the concave ellipsoidal surface
having the long axis defined by the straight line [.4 intercon-
necting the associated light receiver 2B and the light emitter
1. The reflective surface 6B has the focal point (first focal
point) at the position of the light emitter 1 and the second
focal point on the opposite side of the associated light receiver
2B from the first focal point. In FIG. 11, with regard to the
reflective surface 6B, the position of the first focal point is
represented by the focal position P1, and the position of the
second focal point is represented by the position of the focal
position P4.

As described above, the plurality of reflective surfaces 6
(6A and 6B) have the same first focal point but the different
second focal points.

In the second modification described above, the light
receiver 2A is on the straight line [.3 interconnecting the focal
points P1 and P3 of the reflective surface 6 A to be on the close
side of the focal point P3 to the light emitter 1, and the optical
filter 31 is in front of the light receiver 2A. The light receiver
2B is on the straight line [.4 interconnecting the focal points
P1 and P4 of the reflective surface 6B to be on the close side
of'the focal point P4 to the light emitter 1, and the optical filter
32 is in front of the light receiver 2B.

Inthis case, the reflection light caused by reflection of light
emitted from the light emitter 1 at the reflective surface 6A is
focused into the focal point P3 of the reflective surface 6A.
Hence, an amount of the light striking the light receiver 2A in
front of the focal point P3 is increased, and thus an incident
efficiency of light to the light receiver 2A is improved. Fur-
ther, the reflection light caused by reflection of light emitted
from the light emitter 1 at the reflective surface 6B is focused
into the focal point P4 of the reflective surface 6B. Hence, an
amount of the light striking the light receiver 2B in front of the
focal point P4 is increased, and thus an incident efficiency of
light to the light receiver 2B is improved. Note that, in this
second modification, the light guiding member 3 may include
three or more reflective surfaces 6.

Further, in the third modification of the detector A of the
present embodiment illustrated in FIG. 12, the vents 9 for
allowing gas to flow into the internal space are formed in a
vicinity (a portion 35 interconnecting the plurality of reflec-
tive surfaces 6 (6A and 6B)) of a boundary between the
reflective surface 6 A provided to a concave internal surface of
the upper mirror 5 and the reflective surface 6B provided to a
concave internal surface of the lower mirror 4.

In other words, in the third modification ofthe detector A of
the present embodiment shown in FIG. 12, the light guiding
member 3 includes the vent 9 allowing the predetermined gas
to transfer between the detection space 3a and an external
space. The vent 9 is in the portion 35 interconnecting the
plurality of reflective surfaces 6 (6A and 6B).

The boundary part between the reflective surfaces 6 A and
6B (portion 35 interconnecting the plurality of reflective sur-
faces 6A and 6B) does not have a perfect ellipsoidal shape.
Hence, reflection light caused by reflection of light from the
light emitter 1 at a vicinity of the boundary between the
reflective surfaces 6 A and 6B is unlikely to be focused into the
focal points P3 and P4, and thus is not likely to strike the light
receivers 2A and 2B.

The vent 9 provided at the vicinity of the boundary between
the reflective surfaces 6A and 6B allows gas to flow into the
internal space of the light guiding member 3 and to flow
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outside from the internal space, without causing undesired
effects on the amounts of the light striking the light receivers
2A and 2B.

Note that, each of the detectors A shown in FIGS. 11 and 12
includes two sets of the light receiver 2 and the optical filter 30
(the set ofthe light receiver 2A and the optical filter 31 and the
set of the light receiver 2B and the optical filter 32). However,
each detector A may include three or more sets of the light
receiver 2 and the optical filter 30.

As described above, the detector A of the present embodi-
ment includes the light emitter 1, the light receiver 2, and the
light guiding member 3. The light guiding member 3 includes
the internal space into which the gas to be detected is to be
introduced. The light guiding member 3 reflects light emitted
from the light emitter 1 at the reflective surface 6 surrounding
the internal space to guide the light to the light receiver 2. The
reflective surface 6 is formed into the ellipsoidal shape having
the two focal points P1 and P2. The light emitter 1 is disposed
at the position of one focal point P1, and the light receiver 2 is
disposed on the close side of the position of the other focal
point P2 to the light emitter 1.

In other words, the detector A of the present embodiment
shown in FIG. 1 includes: the light emitter 1; the at least one
light receiver 2; and the light guiding member 3 which
includes the detection space 3a for determining the state of
the predetermined gas and is configured to guide light emitted
from the light emitter 1 to the at least one light receiver 2
through the detection space 3a. The internal surface of the
detection space 3a of the light guiding member 3 includes the
at least one reflective surface 6 causing reflection of light
emitted from the light emitter 1. The at least one reflective
surface 6 is the concave ellipsoidal surface having the long
axis defined by the straight line determined by the light emit-
ter 1 and the at least one light receiver 2. The at least one
reflective surface 6 has the focal point (first focal point) at the
position of the light emitter 1 and the second focal point on the
opposite side of the at least one light receiver 2 from the first
focal point.

As described above, the light emitter 1 is situated at one
focal position P1 of the reflective surface 6 and thus light
emitted from the light emitter 1 is reflected by the reflective
surface 6 and then focused into the other focal position P2.

Additionally, the reflective surface 6 is formed such that the
focal position P2 is on the far side of the light receiver 2 from
the light emitter 1. Thus, the angle of light incident on the light
receiver 2 can be decreased.

In other words, the light receiver 2 is situated on the close
side of the further focal position P2 to the light emitter 1 and
therefore the incident angle of the light striking the light
receiver 2 can be decreased relative to the case where the light
receiver 2 is situated at the focal position P2.

Consequently, in contrast to the case where the incident
angle is larger, it is possible to reduce a loss caused by reflec-
tion of incident light at the surface of the light receiver 2, and
therefore the amount of the incident light on the light receiver
2 can be increased. Therefore, it is possible to determine the
type and the state (e.g., the concentration) of the gas flowing
into the internal space, by use of the output from the light
receiver 2.

Moreover, when the optical filter 30 attenuating light of the
wavelength that is not in the absorption wavelength range of
the gas to be detected is situated in front of the light receiver
2, the incident angle of the light striking the optical filter 30
can be also decreased.

An increase in the incident angle of light on the optical
filter 30 causes an increase in the length of the path of this
light passing through the filter, and therefore the transmit-
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tance of the filter for this light decreases and the transmission
wavelength range of the filter for this light changes. Conse-
quently, an amount of undesired light is likely to increase.
However, by decreasing the incident angle of the light on the
optical filter 30, a mismatch between the transmittance-wave-
length characteristics and the absorption wavelength range of
the gas to be detected is reduced and therefore the gas to be
detected can be successtully detected.

As described above, according to the detector A of the
present embodiment, the light emitter 1 is at one focal posi-
tion P1 and the light receiver 2 is on the close side of the other
focal position P2 to the light emitter 1, and therefore it is
possible to decrease the incident angle of the light that is
reflected by the reflective surface 6 and then strikes the light
receiver 2.

Additionally, in a preferred example of the detector A of the
present embodiment, the detector A includes the plurality of
light receivers 2, the optical filters 30 having the different
transmission wavelength ranges are disposed in front of the
individual plurality of light receivers 2, and the detector A
includes the detection unit 40 configured to determine the
state of the gas to be detected, based on the amounts of light
received by the plurality of light receivers 2.

For example, the first modification of the detector A ofthe
present embodiment shown in FIG. 10 includes the plurality
of light receivers 2. The at least one reflective surface 6 is the
concave ellipsoidal surface having the long axis defined by
the straight line interconnecting the center of the plurality of
light receivers 2 (2A and 2B) and the light emitter 1. Further,
the first modification of the detector A of the present embodi-
ment includes: the plurality of optical filters 30 (31 and 32)
individually associated with the plurality of light receivers 2
(2A and 2B); and the detection unit 40. Each of the plurality
of optical filters 30 is between an associated one of the plu-
rality of light receivers 2 and the light emitter 1. Each of the
plurality of light receivers 2 is configured to supply the output
corresponding to the amount of the received light to the detec-
tion unit 40. The detection unit 40 is configured to determine
the state of the predetermined gas based on the outputs
received from the plurality of light receivers 2.

According to this configuration, it is possible to determine
the presence or absence of each of various types of gas and the
concentration thereof, by use of the amounts of light received
by the individual light receivers 2.

When the amounts of the light received by the light receiv-
ers 2 are changed due to a cause (e.g., a variation in a voltage
applied to the light emitter 1, a deterioration of the light
emitter 1, and pollution of the reflective surface 6) other than
the absorption by the gas, changes in the amounts of the light
received by the plurality of light receivers 2 are substantially
the same level. Hence, by using the outputs from the plurality
of light receivers 2, it is possible to reduce the possibility that
the detector erroneously determines that the gas has flowed
into the internal space, based on decreases in the amounts of
the received light due to a cause other than the absorption by
the gas.

The optical bandpass filter shows the different transmis-
sion wavelength range with regard to the light striking the
optical filter 30 at the larger incident angle, and therefore the
amount of the undesired light increases. However, by
decreasing the incident angle of the light on the optical filter
30, a difference in the transmittance-wavelength characteris-
tics is reduced and therefore the gas to be detected can be
successfully detected.

Accordingly the detector of the present embodiment can
reduce the incident angle of the light striking the optical filter
30 (i.e., the angle between the incident direction of the light
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on the optical filter 30 and the optical axis of the optical filter).
Hence, the optical filter 30 can show the desired transmit-
tance-wavelength characteristics, and therefore the S/N ratio
can be improved. Additionally, it is possible to decrease an
amount of light (infrared light) reflected by a surface of the
optical filter.

Moreover, in the first modification of the detector A of the
present embodiment, the plurality of optical filters 30 (31 and
32) have the different transmission wavelength ranges. Alter-
natively, the plurality of optical filters 30 (31 and 32) may
have the same transmission wavelength range.

Additionally, with regard to the detector A including a
plurality of sets of the light receiver 2 (2A, 2B) and the optical
filter 30 (31, 32), it is preferable that the reflective surfaces 6
include the plurality of reflective surfaces 6 (6A and 6B)
having the ellipsoidal shapes having the central axes defined
ty the straight lines (L3 and [.4) interconnecting the light
receivers 2 (2A and 2B) and the light emitter 1.

For example, the second modification of the detector A of
the present embodiment shown in FIG. 11 has substantially
the same structure as the structure of the detector A of the
present embodiment shown in FIG. 1, but includes the plu-
rality of light receivers 2. The light guiding member 3
includes the plurality of reflective surfaces 6. The plurality of
reflective surfaces 6 (6A and 6B) are associated with the
plurality of light receivers 2 (2A and 2B) individually. Each of
the plurality of reflective surfaces 6 is the concave ellipsoidal
surface having the long axis defined by the straight line inter-
connecting the associated one of the plurality of light receiv-
ers 2 and the light emitter 1. Each of'the plurality of reflective
surfaces 6 has the focal point (first focal point) at the position
of' the light emitter 1 and the second focal point on the oppo-
site side of the associated one of the plurality of light receivers
2 from the first focal point.

In other words, the second modification of the detector A of
the present embodiment shown in FIG. 11 includes: the light
emitter 1; the plurality of light receivers 2 (2A and 2B); and
the light guiding member 3 which includes the detection
space 3a for determining the state of the predetermined gas
and is configured to guide light emitted from the light emitter
1 to the plurality of light receivers 2 (2A and 2B) through the
detection space 3a. The internal surface of the detection space
3a of the light guiding member 3 includes the plurality of
reflective surfaces 6 (6A and 6B) each causing reflection of
light emitted from the light emitter 1. The plurality of reflec-
tive surfaces 6 (6A and 6B) are associated with the plurality of
light receivers 2 (2A and 2B) individually. Each of the plu-
rality of reflective surfaces 6 is the concave ellipsoidal surface
having the long axis defined by the straight line interconnect-
ing the associated one of the plurality of light receivers 2 and
the light emitter 1. Each of the plurality of reflective surfaces
6 has the focal point (first focal point) at the position of the
light emitter 1, and the second focal point on the opposite side
of'the associated one of the plurality of light receivers 2 from
the first focal point.

Accordingly, in the second modification of the detector A
of the present embodiment, each of the plurality of reflective
surfaces 6 has the second focal point on the opposite side of
the associated one of the plurality oflight receivers 2 from the
first focal point. Alternatively, each of the plurality of reflec-
tive surfaces 6 has the second focal point at the position of the
associated one of the plurality of light receivers 2.

Further, the second modification of the detector A of the
present embodiment includes: the plurality of optical filters
30 (31 and 32) individually associated with the plurality of
light receivers 2 (2A and 2B); and the detection unit 40. Each
of the plurality of optical filters 30 is between the associated

20

30

40

45

50

55

16

one of the plurality of light receivers 2 and the light emitter 1.
Each of the plurality of light receivers 2 is configured to
supply the output corresponding to the amount of the received
light to the detection unit 40. The detection unit 40 is config-
ured to determine the state of the predetermined gas based on
the outputs received from the plurality of light receivers 2.

Moreover, in the second modification of the detector A of
the present embodiment, the plurality of optical filters 30 (31
and 32) have the different transmission wavelength ranges.
Alternatively, the plurality of optical filters 30 (31 and 32)
may have the same transmission wavelength range.

Hence, the amounts of the light incident on the individual
light receivers 2A can be increased, and thus the incident
efficiencies of light to the individual light receivers 2 are
improved.

Additionally, with regard to the detector A, it is preferable
that the vent 9 allowing passage of gas be in the vicinity of the
boundary between the plurality of reflective surfaces 6.

For example, according to the third modification of the
detector A of the present embodiment shown in FIG. 12
includes, in addition to the second modification, the light
guiding member 3 includes the vent 9 allowing the predeter-
mined gas to move between the detection space 3a and the
external space. The vent 9 is in the portion 35 interconnecting
the plurality of reflective surfaces 6.

The vicinity of the boundary part between the reflective
surfaces 6A and 6B (i.e., a part near the portion 34 intercon-
necting the plurality of reflective surfaces 6 A and 6B) does
not have a perfect ellipsoidal shape. Hence, light reflected by
a vicinity of the boundary between the reflective surfaces 6 is
unlikely to be incident on the light receivers 2.

The vent 9 provided at the vicinity of the boundary between
the reflective surfaces 6 allows gas to flow into the internal
space 3a of the light guiding member 3 and to flow outside
from the internal space 3a, without causing undesired effects
on the amounts of the light incident on the light receivers 2.

The invention claimed is:

1. A detector, comprising:

a light emitter;

a plurality of light receivers; and

a light guiding member which includes a detection space
for determining a state of a predetermined gas and is
configured to guide light emitted from the light emitter
to the plurality of light receivers through the detection
space,

an internal surface of the detection space of the light guid-
ing member including a plurality of reflective surfaces
associated with the plurality of light receivers individu-
ally and causing reflection of light emitted from the light
emitter,

each of the plurality of reflective surfaces being a concave
ellipsoidal surface having a long axis defined by a
straight line interconnecting an associated one of the
plurality of light receivers and the light emitter, and

each of the plurality of reflective surfaces having a first
focal point at a position of the light emitter and a second
focal point on an opposite side of an associated one of
the plurality of light receivers from the first focal point,

the light guiding member including a vent allowing the
predetermined gas to transfer between the detection
space and an external space, and

the vent being in a portion interconnecting the plurality of
reflective surfaces.

2. The detector according to claim 1, wherein:

each of the plurality of reflective surfaces being a concave
ellipsoidal surface having a long axis defined by a
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straight line interconnecting a center of an associated
one of the plurality of light receivers and the light emit-
ter.

3. The detector according to claim 2, wherein:

the detector comprises
a plurality of optical filters individually associated with

the plurality of light receivers, and
a detection unit;

each of the plurality of optical filters is between an associ-
ated one of the plurality of light receivers and the light
emitter;

each of the plurality of light receivers is configured to
supply an output corresponding to an amount of received
light to the detection unit; and

the detection unit is configured to determine a state of the
predetermined gas based on the outputs received from
the plurality of light receivers.

4. The detector according to claim 3, wherein

the plurality of optical filters have different transmission
wavelength ranges.

5. The detector according to claim 3, wherein

the plurality of optical filters have the same transmission
wavelength range.

6. A detector, comprising:

a light emitter;

a plurality of light receivers;

a light guiding member which includes a detection space
for determining a state of a predetermined gas and is
configured to guide light emitted from the light emitter
to the at least one light receiver through the detection
space;

aplurality of optical filters individually associated with the
plurality of light receivers; and

a detection unit,

an internal surface of the detection space of the light guid-
ing member including at least one reflective surface
causing reflection of light emitted from the light emitter,
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the at least one reflective surface being a concave ellipsoi-
dal surface having a long axis defined by a straight line
interconnecting a center of the plurality of light receivers
and the light emitter,

the at least one reflective surface having a first focal point
at a position of the light emitter and a second focal point
on an opposite side of the at least one light receiver from
the first focal point,

each of the plurality of optical filters being between an
associated one of the plurality of light receivers and the
light emitter,

each of the plurality of light receivers being configured to
supply an output corresponding to an amount of received
light to the detection unit, and

the detection unit being configured to determine a state of
the predetermined gas based on the outputs received
from the plurality of light receivers.

7. The detector according to claim 6, wherein:

the detector comprises a plurality of light receivers;

the light guiding member including a plurality of reflective
surfaces;

the plurality of reflective surfaces are associated with the
plurality of light receivers individually;

each of the plurality of reflective surfaces is a concave
ellipsoidal surface having a long axis defined by a
straight line interconnecting an associated one of the
plurality of light receivers and the light emitter; and

each of the plurality of reflective surfaces has the first focal
point at the position of the light emitter and the second
focal point on an opposite side of an associated one of
the plurality of light receivers from the first focal point.

8. The detector according to claim 6, wherein

the plurality of optical filters have different transmission
wavelength ranges.

9. The detector according to claim 6, wherein

the plurality of optical filters have the same transmission
wavelength range.
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